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LATERAL LIMIT
OF LANDFILL
(SEE NOTE 3)

CELL 1 CELL 2
CELL 3

INDUSTRIAL WASTE LANDFILL
(APPROX. 18 ACRES)

18" CMP STORMWATER
CULVERT (UNDER RAILROAD)
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PIPE CONTINUES NORTH
AND DISCHARGES INTO
LEACHATE STORAGE VAULT
(CONTRACTOR
TO VERIFY LOCATION OF
PIPE).

EXISTING
LEACHATE

COLLECTION SUMP

1 INCH =    80 FT

(IN FEET)
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INDUSTRIAL WASTE LANDFILL CLOSURE
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C-10ORIGINAL CONDITIONS PLAN

ETS 04/01/05

SMS 02/02/06

PJD 10/30/07

JAC 10/30/07

0 SMS JAC 02/02/06 SUBMITTED WITH CLOSURE PLAN FOR DNREC REVIEW

1 SMS JAC 10/30/07 REVISED TO ADDRESS DNREC COMMENTS

NOTES

1. THIS DRAWING SHOWS ORIGINAL SURFACE CONDITIONS ACROSS THE
INDUSTRIAL WASTE LANDFILL (IWL) IN SPRING 2005 (PRIOR TO  THE START OF
INTERIM GRADING ACROSS THE IWL IN SUMMER 2005).

2. INFORMATION SHOWN HEREON REGARDING SURFACE FEATURES, GROUND
TOPOGRAPHY AND PROPERTY/EASEMENT LINES BASED ON A GROUND SURVEY
COMPLETED IN APRIL 2005 BY VANDEMARK & LYNCH, INC., 4305 MILLER RD., PO
BOX 2047, WILMINGTON, DE 19899, (302) 764-7635.
HORIZONTAL DATUM:  PREMCOR DELAWARE CITY PLANT
VERTICAL DATUM: NATIONAL GEODETIC VERTICAL DATUM 1929

BENCHMARK:  PLANT CONTROL MONUMENT #208. LOCATION APPROXIMATELY
70' WEST OF WEST 6TH STREET AT THE CENTERLINE OF Q STREET EXTENDED
AND 43.2' SOUTH OF A CHAIN LINK FENCE.  ELEVATION = 65.35'

3. THE LOCATIONS AND ELEVATIONS FOR THE EDGE OF THE LANDFILL LINER
SYSTEM SHOWN IN THIS DRAWING SET ARE BASED ON TEST PIT CONDITIONS
SURVEYED IN JUNE 2005 BY VANDEMARK & LYNCH, INC.  SEE TYPICAL DETAIL ON
SHEET C-61.

4. TOPOGRAPHY INSIDE LATERAL LIMITS OF LANDFILL REFLECTS TOP OF WASTE
AT TIME OF SURVEY.

5. CROSS-SECTION BASELINES DEFINED BY THE FOLLOWING COORDINATES:

STATION      X     Y
00+00 436500 578754.9
09+50 435550 578754.9
14+50 435550 579254.9

4. CONTRACTOR SHALL SECURE ALL PERMITS REQUIRED BY VALERO, MOTIVA AND
DNREC TO PERFORM THE WORK PRIOR TO COMMENCEMENT OF WORK.
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